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August 23, 1993

Ref:A:31493

D/ - AT =N/ 53580

U.S. Department of Transportation

National Highway Traffic Safety Administration
400 Seventh Street, S.W.

Washington, D.C. 20590

/4
Attention: VIN Coordinator <if%5?

Dear Sir/Madam:
This letter is in reference to FMVSS 115 S6.3 and Part 565.

Please find enclosed one copy of the information necessary
to decipher the characters contained in the Vehicle
Identification Numbers (VINs) for the 1994 U.S. BMW

318is Coupe, 318i Sedan, 325i8 Coupe, 325i Sedan,

325iC Convertible, 525i Sedan, 525i Touring Wagon,

530i Sedan, 530i Touring Wagon, 540i Sedan, 740i Sedan,
740iL, Sedan, 750il Sedan, 840Ci Coupe, and 850Ci Coupe.

arl-Heinz Ziwica
Genera) Manager £
Environmental Engineering —
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Enclosure

Address | D U 51

BMW Plaza
Montvale, New Jersey 07645-15866

Telephaone
{201) 573-2100

Fax
201-930-8401



DECIPHERMENT OF BMW VIN‘S ACCORDING TO FMVSS 115 AND PART 565

Table for 318iS MY 1994

IN WBA BE53 2 - R

A
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WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

BES3 Line: 3
or Series: 318is
BE63 Body Type: 2-Door Coupe
Engine: 137 BHP, 109.6 cu.in.,

4-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

J = Regensburg, GERMANY

SEQUENTIAL PRODUCTION NUMBER w=

TO BE ASSIGNED BY MANUFACTURER

A:VIN318iS

0072



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 325iS MY 1994

IN

WORLD MANUFACTURER IDENTIFIER

AL N e S N e T —_————

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

WBA BF33 2 - R

VEHICLE DESCRIPTION SECTION

BF33 Line: 3
or Series: 325i8
BF43 Body Type:

Mfr:

2-Door Coupe
Engine: 188 BHP,
6-Cyl.,4-Valve
Gasoline Engine

BMW-AG

152.3 cu.in.,

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and P

Supplemental Restraint Systems (SRS) .

assenger

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

E = Regensburg, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN325is

po3



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 318i MY 1994

IN WBA CAS3 £
WORLD MANUFACTURER IDENTIFIER
WBA = BMW-AG, MUNICH/GERMANY

PASSENGER CAR

VEHICLE DESCRIPTION SECTION
CAL3 Line: 3

or Series: 3181
CA63 Body Type: 4-Door Sedan

Engine: 137 BHP, 109.6 cu.in.,

4-Cyl.,4-Valve
Gasoline Engine

Mfr:

BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems (SRS)L

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

F = Munich, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN318i

004



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 325i MY 1994
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VIN WB

WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

CB33 Line: 3
or Series: 3251
CB43 Body Type: 4-Door Sedan
Engine: 188 BHP, 152.3 cu.in.,

6-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems (SRS) .

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR ‘

R = 1994

PLANT OF MANUFACTURE

F = Munich, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN325i



DECIPHERMENT OF BMW VIN‘S ACCORDING TO FMVSS 115 AND PART 565

Table for 325i Convertible MY 1994

VIN

=
vl
T

WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

v
o
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]
|

VEHICLE DESCRIPTION SECTION

BJ53 Line: 3
or Series: 325iC
BJ63 Body Type: 2-Door Convertible

Engine: 188 BHP, 152.3 cu.in.,
6-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

{bo

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger

Supplemental Restraint Systems (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

[y
| A

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

J = Regensburg, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN325iC



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 525i MY 1994

Vi _ WBA HD53 2 - ¥ G 00Q000

WORLD MANUFACTURER JIDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

HD53 Line: 5
or Series: 5251
HD63 Body Type: 4-Door Sedan
Engine: 188 BHP, 152.3 cu.in.,

6-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

G = Dingclfing, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN525i



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 525i Touring MY 1994

VIN WBA HJ63 2 - R ? 00000
WORLD MANUFACTURER IDENTIFIER
WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR
VEHICLE DESCRIPTION SECTION
HJ63 Line: 5
Series: 525i Touring
Body Type: 4-Door Wagon
Engine: 188 BHP, 152.3 cu.in.,
6-Cvl.,4-Valve
Gasoline Engine
Mfr: BMW-AG
RESTRAINT SYSTEM i
2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems (SRS) .

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

G = Dingolfing, GERMANY

SEQUENTIAL PRODUCTION NUMBER ﬂ——-“

TO BE ASSIGNED BY MANUFACTURER

A:VIN525iT

008



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 530i MY 19594

VIN WBA HE13 ] G 000000
WORLD MANUFACTURER IDENTIFIER
WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR
VEHICLE DESCRIPTION SECTION
HE13 Line: 5
or Series: 5301
HE23 Body Type: 4-Door Sedan
Engine: 215 BHP, 186.6 cu.in.,
8-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG
RESTRAINT SYSTEM
1 = Manual Safety Belts with Driver Side
Supplemental Restraint System (SRS).
2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems {SRS).
CHECK DIGIT
TO BE ASSIGNED BY MANUFACTURER
MODEL YEAR
R = 1994
PLANT OF MANUFACTURE
G = Dingolfing, GERMANY
SEQUENTIAL PRODUCTION NUMBER
TO BE ASSIGNED BY MANUFACTURER

A:VIN530i



DECIPHERMENT OF BMW VIN‘S ACCORDING TO FMVSS 115 AND PART 565

Table for 530i Touring MY 1994

IN WBA HK23 1 -
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WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

HK23 Line: 5
Series: 530i Touring
Body Type: 4-Door Wagon
Engine: 215 BHP, 186.6 cu.in.,

8-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM
\
1 = Manual Safety Belts with Driver Side
Supplemental Restraint System (SRS) .

(V]
]

Manual Safety Belts with Driver and Passenger
Supplemental Restraint System (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 19954

PLANT OF MANUFACTURE

G = Dingolfing, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VINS301iT



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 540i MY 1994

VIN WBA HE63 1 - R G 000000
WORLD MANUFACTURER IDENTIFIER
WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR
VEHICLE DESCRIPTION SECTION
HE63 Line: 5
Series: 5401
Body Type: 4-Door Sedan
Engine: 282 BHP, 242.9 cu.in.,
8-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG
RESTRAINT SYSTEM
1 = Manual Safety Belts with Driver Side
Supplemental Restraint System (SRS). |
2 = Manual Safety Belts with Driver and Passenger
Supplemental Restraint Systems (SRS).
CHECK DIGIT
TO BE ASSIGNED BY MANUFACTURER
MODEIL. YEAR
R = 1994
PLANT OF MANUFACTURE
G = Dingolfing, GERMANY
SEQUENTIAL PRODUCTION NUMBER
TO BE ASSIGNED BY MANUFACTURER

A:VIN540i



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 740i MY 1994

VI

WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

GD43 Line: 7
Series: 7401
Body Type: 4-Door Sedan
Engine: 282 BHP, 242.9 cu.in.,

8-Cyl.,4-Valve
Gasoline Engine

Mfr:

BMW-AG

RESTRAINT SYSTEM

2 = Manual Seat Belts with Driver and Passenger Side
Supplemental Restraint Systems (SRS}).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

D = Dingolfing, GERMANY

WBA GD43 2 - R D 000000

SEQUENTIAL PRODUCTION NUMBER
TO BE ASSIGNED BY MANUFACTURER

A:VIN7401



DECIPHERMENT OF BMW VIN’S ACCORDING TO FMVSS 115 AND PART 565

Table for 740iL MY 1994

IN WBA GD83

WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

GD83 Line: 7
Series: 7401iL
Body Type: 4-Door Sedan
Engine: 282 BHP, 242.9 cu.in.,

8-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger Side
Supplemental Restraint Systems (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE <mmmmmmnnm

D = Dingolfing, GERMANY

SEQUENTTIAL PRODUCTION NUMBER
TO BE ASSIGNED BY MANUFACTURER

A:VIN740iL




DECIPHERMENT OF BMW VIN‘S ACCORDING TO FMVSS 115 AND PART 565

Table for 750il. MY 1994

IN WBA GC83 2 -
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WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

GC83 Line: 7
Series: 750iL
Body Type: 4-Door Sedan
Engine: 295 BHP, 304.4 cu.in.,
12-Cyl.,

Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger Side
Supplemental Restraint Systems (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

D = Dingolfing, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN750iL

n14



DECIPHERMENT OF BMW VIN’'S ACCORDING TO FMVSS 115 AND PART 565

Table for 840Ci MY 1994

VIN

&
[
!m
H

53 2 - R C 000000

WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTION

EF53 Line: 8
Qor Series: 840Ci
EF63 Body Type: 2-Door Coupe
Engine: 282 BHP, 242.9 cu.in.,

8-Cyl.,4-Valve
Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger Side
Supplemental Restraint Systems (SRS).

CHECK DIGIT

TO BE ASSIGNED BY MANUFACTURER

MODEL YEAR

R = 1994

PLANT OF MANUFACTURE

C = Dingolfing, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VIN840Ci




DECIPHERMENT OF BMW VIN‘'S ACCORDING TO FMVSS 115 AND PART 565

Table for 850Ci MY 1994

o
o
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IN i WBA EG13 __2_ - _F: f'_

WORLD MANUFACTURER IDENTIFIER

WBA = BMW-AG, MUNICH/GERMANY
PASSENGER CAR

VEHICLE DESCRIPTION SECTIQN

EG13 Line: 8
or Series: 850Ci
EG23 Body Type: 2-Door Coupe
Engine: 295 BHP, 304.4 cu.in.,
12-cyl.,

Gasoline Engine
Mfr: BMW-AG

RESTRAINT SYSTEM

2 = Manual Safety Belts with Driver and Passenger Side
Supplemental Restraint Systems (SRS).

CHECK DIGIT A

TO BE ASSIGNED BY MANUFACTURER

MODEL_ YEAR

R = 1994

PLANT OF MANUFACTURE

C = Dingolfing, GERMANY

SEQUENTIAL PRODUCTION NUMBER

TO BE ASSIGNED BY MANUFACTURER

A:VINB50Ci




