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BILL OF MATERIAL

PART NUMBERDESCRIPTIONQTYITEM

323-099 SENDING UNIT, TEMPERATURE, VDO 323-09911

357-0030 RECTIFIER, SILICON, ONAN12

360-025 SENDING UNIT, OIL PRESSURE, VDO 360-02513

6556 HARNESS, WIRING, NORDCO 12VDC W/TROMBETTA14

10112 SUPPORT, EXHAUST, NORDCO POWER UNIT W/ SPARK ARRESTOR15

211825-1 CONNECTOR, PLUG, AMP 211825-116

4BT_3175-0233 POWER UNIT - CPP, 4B4.5 - C80 - NORDCO SPEC 3175-023317

EN1111018

FC350-10 HOSE, BRAIDED , FLOCS (2 FT LG)19

GE11097110

KTR-KIT-1700 PUMP DRIVE, SAE#3 - SAE -C, 65T X SAEC 14T111

MM11128112

NE-44F946 CIRCUIT BREAKER, 25 AMP113

OIL_HOSE-01 HOSE, CUSTOM, -12 JIC114

OIL_HOSE-02 HOSE, CUSTOM, -12 JIC115

Q613-C1V12_NORDCO SOLENOID, THROTTLE, TROMBETTA Q613-C1V12 12 VOLT116

RA11183117

SG11015118

XH11004119

70509B OIL, BULK, CUMMINS PREMIUM BLUE, 15W-401120

FCA-5050 COOLANT, 50%/50% EG W/ SCA, FLEETGUARD521

10-44P-318-26391 FLEX BELLOWS 3.0 X 18122

12_C5OX-S_CCR ADAPTER, ELBOW -12 ORB X -12 JIC, PARKER OR EQUIV.223

5602-12-12S HOSE END, FLOCS, AEROQUIP 5602-12-12S224

8177 BRACKET, MOUNTING, TROMBETTA, NORDCO125

10123 BRACKET, THROTTLE CABLE MTG - B4.5 MECH W/, TROMBETTA THROTTLE126

10263 BRAKET, ACTUATOR MOUNTING, NORDCO W/ TROMBETTA127

3914506 BRACKET, FILTER, CECO 3914506 OR EQUIV.128

89102A ELBOW129

89686K-4INCH TUBE, 3.5" ALUMINIZED, NELSON 89686k OR EQUIV.130

89819K ELBOW, RUBBER, 3.5" ID, ******USE 3316567S********131

89843K HOSE,REDUCING HUMP,3.50" x 3", MISSION RUBBER,*****USE 3316616S******132

AC300 CLAMP, 3" NOMINAL, ac300133

AC350 CLAMP, 3.5" NOMINAL334

EXHAUST_3_X_16 TUBE, EXHAUST, 3.0 X 16" OAL - ID / OD CUFF135

FF1187-0802S ADAPTER, OIL PAN, FLOCS136

FF9363-01S QUICK CONNECTOR, FLOCS, AEROQUIP FF9363-01S137

G082525 ASSEMBLY, HOUSING, DONALDSON G082525138

H000473 INTAKE BONNET, DONALDSON H00473139

M070068 SPARK ARRESTOR, DONALDSON M070068140

P777732 BAND, MOUNTING, POLYMER, -141

S500-A60 MODULE, THROTTLE SOLENOID, TROMBETTA S500-A60142

SDLM-80 CIRCUIT BREAKER,80A, SDLM,KLIXON,STYLE S143

U-300 U-BOLT CLAMP, 3.0"244
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This document contains confidential and trade secret information, is the
property of Cummins NPower, LLC and is given to the receiver in confidence.
The receiver, by receiving and retaining of the document accepts the
document in confidence and agrees that, except as authorized in writing by
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NOTES:
1)  INSTALL REMOTE FILTER ON FUEL PUMP SIDE AS SHOWN
ON SHEET 2 OF 2.  LOCATE FUEL FILTER WITH BRACKET
3914506 TO MOUNT FILTER TO ENGINE BLOCK.
2)   INSTALL BRACKET 8177 WITH TROMBETTA SOLENOID AND
CONTROLLER.
3)   DRILL HOLE IN BASE RAIL PER DIMENSION SHOWN TO
INSTALL FLOCS SYSTEM (FAST LUBE OIL CHANGE SYSTEM)
4)   REMOVE ENCLOSURE.  INSULATE ENTIRE ENCLOSURE EXCEPT DOOR
PANELS.  SECURE WITH SPRAY ADHESIVE.
4)  REMOVE MUFFLER, CUT OFF ELBOW.  ADD FLEX PER PRINT ALONG WITH
SPARK ARRESTOR, EXTENSION AND ELBOW.  CHECK HEIGHT.
REMOVE AND SECURE TO SHIPPING SKID.
6)   LOCATE AIR CLEANER PER DIMENSIONS SHOWN.  DRILL
MOUNTING HOLES AT ASSEMBLY.
7)  FILL WITH OIL AND 50%/50% ENGINE COOLANT.
8)   RUN ENGINE AND SET THROTTLE.  CHECK FOR LEAKAGE, HOSE CHAFFING, ETC.
SET LOW ENGINE IDEL SPEED @ 1150RPM NO LOAD
SET HIGH ENGINE IDLE SPEED @ 2250 RPM NO LOAD
9)   SEE SHEET 2 FOR DETAILED VIEWS

(2) �n�0.35 [8.5mm]
DRILL AT ASSY

NORDCO SPEC 3175-0233   CSX 12V ANCHOR APPLICATOR

VIEW OF BOTTOM FOR HOSE ROUTING
VIEW OF TOP FOR AIR CLEANER ORIENTATION
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This document contains confidential and trade secret information, is the
property of Cummins NPower, LLC and is given to the receiver in confidence.
The receiver, by receiving and retaining of the document accepts the
document in confidence and agrees that, except as authorized in writing by
Cummins NPower, it will (1) not use the document or any copy thereof or the
confidential or trade secret information therein, (2) not copy the document,
(3) not disclose to others either the document or the confidential or trade
secret information therein,  and (4) upon completion of the need to retain 
the document, or upon demand, return the document, all copies thereof, and
all material copied therefrom.  COPYRIGHT  Cummins NPower, LLC

   CUMMINS NPOWER, LLC
   CORPORATE OFFICE
   1600 BUERKLE ROAD
   WHITE BEAR LAKE, MN
   WWW.NPOWER.CUMMINS.COM

  NPOWER SYSTEMS
  DESIGN CENTER
  875 LAWRENCE DRIVE
  DEPERE, WISCONSIN

TITLE 1: ASSEMBLY, POWER UNIT
TITLE 2: 4B4.5-C80, ENCLOSED  UNLESS OTHERWISE SPECIFIED ALL DIMENSION TOLERANCES ARE

 
ANGULAR DIMENSIONS  �#� 1�$�IMPERIAL UNITS METRIC UNITS DWG UNITS:

IN/LB/S

DRAWN BY: S.DANFORTH DATE: 23MAY2005
MACHINE TOLERANCES
.XX  = �#� 0.010
.XXX = �#� 0.005
 
FORM TOLERANCES
.XX  = �#� 0.030
.XXX = �#� 0.015
 
FAB TOLERANCES
.XX  = �#� 0.060
.XXX = �#� 0.030

MACHINE TOLERANCES
.X  = �#� 0.4
.XX = �#� 0.2
 
FORM TOLERANCES
.X  = �#� 0.8
.XX = �#� 0.4
 
FAB TOLERANCES
.X  = �#� 1.5
.XX = �#� 0.8
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LOCATE FLOCS AT ASSEMBLY.  DRILL MOUNTING
HOLE IN FRAME SIDE AS REQUIRED

3.0" X 3.5" AIR CLEANER CONNECTOR

HIGH MOBILITY EXHAUST BELLOWS

TROTTLE MODULE AND SOLENOID

SAE #3 - SAE-C PUMP DRIVE

FLOCS CONNECTOR - SEE SHEET 2 FOR LOCATION

MOUNT FILTER BRACKET TO ENGINE BLOCK

MOUNT THROTTLE BRACKET ON PUMP
FASTEN END OF THROTTLE SOLENOID CABLE TO BRACKET

ORIENT FITTING AT APPROXIMATE 15�$� ANGLE
FORWARD.  THIS IS REQUIREDTO PROVIDE ADEQUATE CLEARANCE

ORIENT FITTING VERTICAL IN THIS PORT

THROTTLE SOLENOID BRACKET

ORIENT FITTING AT APPROX 15�$� REARWARD
TO PREVENT HOSE CHAFFING

ORIENT HOSE END VERTICALLY IN THIS PORT
THIS IS TO PREVENT CHAFFING.  ADJUST AT
ASSEMBLY IF REQUIRED.
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